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Check list for projects / trials
General information
Name of the plant:





……………………………………………………….

Location (country) of the plant:




……………………………………………………….
Kind of application:





□ municipal                 □ industrial

If industrial – kind of industry:



………………………………………………………..

Parameters of the waste water
Amount of production day’s:




….………. / week  …..……..………. / year

Hydraulic flow:




 

………………….………… m3/h









……………………………. m3/d









……………………………. m3/week

Operation time:





………….… h / working day









…………….. working days / week

pH:







……………………………      (°)

Temperature:






……………………………     (C°) 

Conductivity:






……………………………      (µS)

Suspended Solids





……………………………      (mg/l)

Hardness






……………………………      (mg/l)

COD







……………………………      (mg/l)

BOD







……………………………      (mg/l)

Total of nitrogen (Nt) 





……………………………      (mg/l)

Total of phosphor (Pt) 





……………………………      (mg/l)

PO4-P







……………………………      (mg/l)
CaCO3







……………………………      (mg/l)

SiO2







……………………………      (mg/l)

Characteristics of pretreatment 
Kind of inlet screen:





………………………………………………………


Perforation (mm):




………………………………………………………


Capacity of the screen (m3/h)



………………………………………………………

Storage tank:






□ yes


□ no

Capacity of the storage tank m3:


………………………………………………………

Chemicals added for pH control:



□ yes


□ no 

Type of chemicals:



              ………………………………………………………

Current situation

Existing type treatment:




……………………………………………………….

Want to reuse?:





□ yes


□ no

Quantity and Quality




……………………………………………………….

Available space:





……………………………………  (m2)

Plan at PDF of DWG
Additional data / trial results
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